
CartWashPlus

Hygienically perfect cleaning of laundry carts 

EN  l  CartWashPlus



•  Loading and unloading:

 –  Standard: manually without transport 

conveyors 

 –  automatically with inner and outer 

conveyors

•  Washing: with cold or warm water  

(Tank: option)

•  Rinsing: with cold or warm water  

(Tank: option)

•  Disinfection: thermal by steam and/or 

chemical

•  Drying: with cold air via exhaust air fans 

(standard) or with warm air via active 

drying (option) 

•  Right or left version

•  Steam heating

•  Heating for active drying with steam,  

gas and hot water

The new CartWashPlus provides a higher 

performance and energy efficiency, has a 

 Hygienically perfect cleaning of laundry carts 

Two belts with a different width (option) for a 
more flexible adaptation to different cart types.

Active Drying (option) means an improved air 
flow, a better heat distribution and a faster  
heating for a higher productivity.

JENSEN has further developed its laundry 

cart washing system, the CartWashPlus 3000/ 

5000/8000 is the logic consequence. When 

it comes to automation and an increasing  

amount of linen, this also means more 

laundry carts to be cleaned and disinfected. 

The time pressure many laundries of today 

are faced with leads to more automation. 

Another aspect many laundries have to 

consider is hygiene: Norms like DIN EN ISO 

15 883 require certain hygiene conditions 

CartWashPlus

which a manual cleaning of laundry carts 

cannot guarantee, that is the reason why 

heavy-duty laundries require a fast and 

professional solution for the hygienically 

perfect cleaning of laundry carts.

To reach outstanding business results, 

laundries require premium equipment at 

affordable investment costs. The CartWashPlus 

is the perfect partner for an efficient and 

hygienic laundry process including:



The JENSEN CartWashPlus is perfect for different trolley types.

larger range of options and offers a higher 

availability combined with a more main-

tenance friendly design. As such, the new 

base frame is of a stronger design and 

allows individual adaption to the floor with 

adjustable feet. The new trough, mounted 

in the base frame, is of a slanting design 

and ensures a complete emptying for  

best hygiene conditions. The better lateral  

accessibility supports the cleaning.

Automatic trolley transport (option)  

A conveyor belt fitted with lateral guide 

rails is located at the entrance and exit of 

the CartWashPlus. Two belts with a different 

width for a more flexible adaptation to  

different cart types leads to a better guid-

ance of the trolley wheels on the smaller 

belt. An operator loads the laundry carts 

and secures them to the conveyor belt prior 

to cleaning to prevent them from rolling. A 

touch of a button opens the gate to  

the CartWashPlus and conveys the batch of  

laundry carts into the CartWashPlus. 

 

Cleaning and disinfecting

Once the gates are closed, the carts undergo 

high-pressure cleaning, disinfection and  

drying, depending on the selected program. 

Hot water is mixed with a special deter gent  

and sprayed accurately onto the carts.  

A motor driven nozzle bar per side moves up 

and down so that there is even more  

individual adaptation to different trolley 

designs. During thermal disinfection, steam 

is sprayed through the nozzles onto the 

laundry carts until the required temperature 

is reached, which must then be maintained 

for a specific period of time. The steam  

supply by nozzles on the top ensures a faster 

desinfection and a better heat distribution 

in the heating zone. The optional bottom 

nozzles are mounted between the two 

transport belts and are recommended for 

trolleys with closed bottoms. The carts are 

rinsed off with fresh water when cleaning 

and disinfecting is complete. 

Drying 

Depending on the desired cycle time, the 

laundry carts can be left to dry on the 

discharge conveyor belt or dried inside the 

CartWashPlus using the active system with  

a powerful hot air current. It works on  

the same principle as the tunnel finisher  

and utilises a powerful hot air current.  

This significantly reduces drying time and  

increases the productivity of the entire 

system. The drying process is followed by 

a short cool-down period using fresh air 

before the laundry carts leave the washing 

system, as their surfaces can be very hot 

after drying. Alternatively, carts can be left 
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Water recovery system of rinse and wash water to be reused in the wash process.

during a cleaning cycle. The cycle time for 

processing a batch of 3–5 carts can take 

between 6 and 12 minutes, depending on 

the processes to be carried out. 

Benefits 

The entrance and exit gates of the 

CartWashPlus open and close by rolling 

vertically up and down to save space. The 

staggered cleaning principle increases the 

cleaning power as the entire volume flow 

for one stage can be distributed through 

two conduits. The movable water nozzles 

are flat spray jets that efficiently distribute 

the cleaning solution and increase cleaning 

power. The underside of the carts is also 

cleaned. The conveyor belt is tilted slightly 

during the washing process to allow the 

water to drain off quickly.

to cool down on the discharge conveyor 

belt. The option «Active Drying» includes 

a new air recirculation flap, automatically 

controlled for a higher energy efficiency. 

The improved air flow over the entire 

length provides a better heat distribution 

and results in a faster heating for a higher 

productivity. The central heating units are 

used for an easy maintenance.

Unloading

The end of the cleaning process is indicated 

by an acoustic signal and a blue light.  

The exit gate opens at the touch of a  

button and the laundry carts are fed 

automatically onto the conveyor belt 

behind the exit gate. Once the exit gate 

has closed, the entrance gate opens to 

let a new batch in for processing. Both 

conveyor belts at the entrance and exit can 

be loaded and unloaded independently 

Energy and water efficient

The CartWashPlus recovers water and 

energy internally. Water consumption 

is limited to the quantity of fresh water 

needed for rinsing, and is very low in 

comparison to the amount of washing 

water used. The quantity of exhaust air in 

the air circuit during the drying process 

is kept to a minimum to increase energy 

efficiency. The processing program is freely 

adaptable with regard to process execution 

and sequence, temperatures, time, use of 

chemical and thermal disinfection and the 

choice of drying method.

The entire process is clearly laid out and 

easily managed by one person, taking 

proper account of occupational health and 

safety. The CartWashPlus will also impress 

with its compact design. 

For a fast and efficient cleaning of laundry carts with closed 
bottoms: The bottom nozzles are mounted between the two 
transport belts.

Options for more individual adjustments



1 2 3 4 5 6

Cycle time

The entire cleaning process is modified 

according to customer demands. 

Example for the cycle time of a  

CartWashPlus 5000 with all options:

Process steps Duration in minutes 

1. Loading 1

2. Thermal or chemical disinfection* 1

3. Washing with hot water* 1

4. Rinsing* 0,5

5. Active Drying* 4–6

6. Cool Down* 1,5

7. Unloading 1

Total cycle time 10–12

*  Adjustable timer values according to 

laundry cart type, temperatures and 

customer demands.

Trolley sizes 

Trolley width: 900 mm / 35.4 in. (max.) 

Trolley height: 1800 mm / 70.8 in. (max.)

The length of the trolleys is variable and  

effects the capacity of the CartWashPlus:

•  CartWashPlus 3000 = max. 3 trolleys of  

900 mm / 35.4 in. length each)

•  CartWashPlus 5000 = max. 5 trolleys of  

900 mm / 35.4 in. length each)

•  CartWashPlus 8000 = max. 8 trolleys of  

900 mm / 35.4 in. length each)

A user-friendly visualization supports the operator.

Settings
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Installation

JENSEN is pleased to assist you in planning 

your laundry providing excellent consulting, 

layouts and technical data. Authorized 

JENSEN distributors or JENSEN engineers 

should carry out the installation to ensure 

the correct performance.

Service

In addition JENSEN provides an extraordinary 

after sales service through a worldwide 

network of highly qualified Sales and Service 

Centers and distributors, all with their own 

maintenance and spare parts services.

Call us…

JENSEN provides a complete range of heavy-

duty equipment for the laundry industry, 

delivered and installed according to your 

specifications. Please do not hesitate to contact 

us for further advice and information, or visit 

www.jensen-group.com

www.jensen-group.com

Local contact

The entrance and exit gates of the CartWashPlus  
open and close by rolling vertically up and down  
to save space.

Explore our equipment on

www.youtube.com/jensengroupcom
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